EOM - MOTORIZED OPERATED BUTTERFLY VALVE

EOM - VAN BUO'M PONG CO PIEN

Shin Yi

Mo Ta/Descriptions

Van bwé'm dong co dién dworc van hanh dong mé béi dong co moto dién, da dang vé
chungloai thich ho’p véri hau hétyéu cau cong trinh.

Diéu khién truyén dong dwoc két noi dén bang mach tai phong diéu khién, hodc két hop vai
cacmoé dun diéu khién tir xa qua hong ngoai hay séngradio. Tuy chon di dién 4p dadang.
Electric motor butterfly valve is operated open and closed by electric actuator, variety
of types suitable for most construction requirements.

Drive control is connected to the circuit board at the operating room, or in combination with
remote control modules viaradio band. Variable voltage solution.

M3i San Pham
Code EOM
Kich Thuoc DN50 - DN600
Size
Tiéu Chuian Thiét Ké
Design Standard BS 5155/AP1609
BS 2080 TABLE 1 SERIES 13
Tiéu Chuin Khoang

BS EN 558-1 TABLE 1 SERIES 13
BS EN 558-1 TABLE 1 SERIES 20

ISO 5752 TABLE 1 SERIES 13 ISO
5752 TABLE 1 SERIES 20

Cach 2 Mat Bich
Face To Face Standard

Kiéu K&t N&i KIEU KEP - MAT BICH
Connection End WAFER - FLANGE
Két Noi Truyén Pong
Mounting Flange IS0 5211
n . . - ~. |BS4504
Tiéu Chuan Két Noi PN10, PN16
Va Ap Suat Lam Viéc |DIN 2632/3
Connection Standard|jis B2220 10K, 16K, 20K
And P Rati
nd Pressure Rating ASME B16.42 150LB
Loai Son EPOXY RESIN
Type POWDER
Tiéu Chuin JISK5551:2002
Son Phu Standard (TCVN 9014:2011)
Paint Coating Mau Sic XANH - PO
Colour BLUE - RED
bo Day
Thickness 250~300pm
Nhlét D6 Lam ViéC -10~80°C

Working Temp

Moi Trwong Lam Viéc

Flow Media Hé Théng Nwérc/ Water Systems
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EOM - MOTORIZED OPERATED BUTTERFLY VALVE
EOM - VAN BUO'M PONG CO PIEN

Max output torque (N.m) Running time (Sec) Type
Model Power AC 220 AC 220V 50 Hz . .
(w) e ,g% 2:2: AC 220y AC380v DC24V  Failsafe  ONIOFF  Modulation
3 Phase
EFMB 10 80 - 22 - 15 v x
EOM2 40 100 19 16 v v
EOM3 40 200 39 17 v v
EOM4 90 400 29 19 v v
EOM5 90 600 39 20 v v
EOM6 90 800 47 21 v v
EOM7 120 1000 47 22 v v
EOM8 120 1700 34 24 v v
EOM9 200 2300 47 34 - v v
EOM10 200 3500 76 55 - v v
EOM11 200 5000 105 76 - v v

DN50~DN300 DETAIL DRAWING PARTS LIST & MATERIAL

No Part Name Material Material Code
1 Body Ductile Iron ASTM A536/EN GJS 500-7
2 Disc Stainless Steel ASTM A351 CF8/CF8M
3 Seat Rubber NBR/EPDM
4 Shaft Stainless Steel AISI 304/316/420
Carbon Steel AlSI 1025
5 Bolt + Galvanized + Galvanized
Carbon Steel AlSI 1025
6 Washer + Galvanized + Galvanized
DN50~DN300 DIMENSION Unit: mm
DN Model-Size H1 H2 L A B D E
50 EFMB-0050 125 72 43 237 233 114 171
65 EFMB-0065 140 78 46 237 233 114 171
80 EFMB-0080 145 90 46 237 233 114 171
100 EOM2-0100 165 102 52 265 202 216 360
125 EOM2-0125 178 118 56 265 240 216 360
150 EOM2-0150 185 145 56 265 240 216 360
200 EOM3-0200 225 164 60 265 240 216 360
250 EOM4-0250 257 191 68 321 290 262 447
300 EOM4-0300 302 230 78 321 290 262 447
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EOM - MOTORIZED OPERATED BUTTERFLY VALVE

EOM - VAN BUOM PONG CO PIEN

Shin Yi
5 E . B No Part Name Material Material Code
i i Body Ductile Iron ASTM A536/EN GJS 500-7
A l e Seat Rubber NBR/EPDM
i S Disc Stainless Steel ~ ASTM A351 CF8/CF8M
= ® ' 5 Shaft Stainless Steel AISI 304/316/420
- K
H1 {;% n-ad ) @ Pin Stainless Steel ~ ASTM A351 CF8/CF8M
Bushing Teflon PTFE
o O-Ring Rubber NBR/EPDM
H2
Unit: mm
DN Model-Size H1 H2 L A B D E K n-Gd
PN10  PN16 PN10 PN16
350 EOM8-0350 310 279 190 380 369 293 494 460 470 16-023 16-028
400 EOM8-0400 340 300 216 380 369 293 494 515 525 16-026 16-031
450 EOM8-0450 375 345 222 380 369 293 494 565 585 20-026 20-031
500 EOM11-0500 430 355 229 532 360 293 494 620 650 20-026 20-034
600 EOM11-0600 500 410 267 532 360 293 494 725 770 20-030 20-037
EOM2 -0150-10-D2B
Mau sac - Colour:
EOM2 — B: Blue - mau xanh
Ma dong co dién R: Red - mau dé
Motor Option
—— D2: Gang cau
Ductile Iron

Kich thwére van

Valve size — Ap lwc - Pressure Rate
0150: DN150 10: PN10  1K: JIS 10K
0600: DN600 16: PN16  A1: ANSI 150-LB
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