FHFA - BREECHING INLETS

FHFA - TRU TIEP NU'O'C PCCC

Shin Yi
Mo Ta/Descriptions

FHFA - Tru tiép nwé'c PCCC trén mat dat la ctra ngoé dé két noi va tiép nwérc cho hé thong
PCCC trong nha. Trong trwvo'ng ho'p hoa hoan, lwc lwg'ng PCCC sé két ndi voi va dung may
bo'm cao ap cap nwocvao hé thong PCCC trong toa nha.

Than van lam tlr gang cau, pht son Epoxy 2 mit. Thir nuéc toan than 18kgf/cm. Tich hop sdn
van mot chiéu bén trong cic hong tiép nuwérc.

FHFA - Breeching inlets at ground level provides the connection and water supply to
the indoor fire protection system. In the event of a fire, firefighting forces will
connect the hose and use a high-pressure pump to supply water to the fire fighting

system in the building.
Valve body made from cast iron, covered with Epoxy paint on both sides. Body water test
18kgf / cm. Built-in non-return valve inside the intake manifold.

Mai San Pham
Product Code FHFA
Kich Thuéc DN100 - DN150
TCVN 5739-1993
Tiéu Chuin Thiét Ké
Design Standard
TCVN 6379 - 1998
Kiéu Két Noi MAT BICH
Connection End FLANGED
Tiéu Chuin Két Noi
Va Ap Suit Lam Viéc | BS 4504
Connection PN10, PN16
Standard And DIN 2632
Pressure Rating DIN 2633
LoaiSon | ppoyy RESIN POWDER
Type
Tiéu Chuan JISK 5551:2002
Son Phit Standard (TCVN 9014:2011)
Paint Coating N el .
Mau Sac PO - RED
Colour
bo Day
Thickness 250~300pm
Nhiét P6 Lam Viéc 10~ 20 o
Working Temp 10~80°C
Méi Trwong Lam Viéc HE THONG PCCC
Flow Media FIRE FIGHTING SYSTEMS

© Copyright by Shin Yi Valves Corp. Shin Yi Valves reserves the right to change product designs and specifications without notices.

© Béan quyén thugc Cong Ty C6 Phan Van Shin Yi. Thiét ké va thong s6'ky thuat cd thé bj thay déi ma khong dugc thong béo trudc.




FHFA - BREECHING INLETS
FHFA - TRU TIEP NU'O'C PCCC

PART LIST & MATERIAL

No Part Name Material Material Code

1 Valve Body Ductile Iron ASTM A536/EN GJS 500-7

2 Inlets body Ductile Iron ASTM A536/EN GJS 500-7

3 Disc Ductile Iron + Rubber ASTM A536/EN GJS 500-7 + EDPM
4 Shaft Stainless Steel AISI 304/316/420

5 Spring Stainless Steel AISI 304

6 Packing Rubber NBR

7 Stopper Ductile Iron ASTM AS536/EN GJS 500-7

8 Screw Stainless Steel AISI 304

9 Adapter Aluminium Commercial

10 Cap Plastic TCVN 5739 - 1993

11 Fix Ring Carbon Steel AISI 1025

12 Fix Ring Carbon Steel AISI 1025

13 Gate Valve Brass Commercial

14 Cap Plastic Commercial

15 Chain Carbon Steel AISI 1025

DIMENSION Unit: mm

DN Model/No. D K C d1 H n-Gd
150 FHFA-0150 280 240 19 Dl 278.5 8-023
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FHFA - BREECHING INLETS
FHFA - TRU TIEP NU'O'C PCCC

No Part Name Material Material Code
1 Valve Body Ductile Iron ASTM A536/EN GJS 500-7
2 Inlets body Ductile Iron ASTM A536/EN GJS 500-7
3 Disc ~ Ductile Iron + Rubper AASTMASSOIER GJS 5007+
4 Packing Rubber NBR
5 Shaft Stainless Steel AlSI 304/316/420
6 Spring Stainless Steel AISI 304
7 Packing Rubber NBR
8 Stopper Ductile Iron ASTM A536/EN GJS 500-7
9 Screw Stainless Steel AISI 304
10 Adapter Aluminium Commercial
11 Cap Plastic TCVN 5739 - 1993
12 Fix Ring Carbon Steel AISI 1025
13 Fix Ring Carbon Steel AISI 1025
14  Gate Valve Brass Commercial
15 Cap Plastic Commercial
16 Chain Carbon Steel AISI 1025
Unit: mm
DN Model/No. D K C d1 H n-@d
100 FHFA-0100 220 180 19 57 232 8 -1J19

FHF A-0100-16-D2R

Model:
FHF: Tru tiép nu6c PCCC - Breeching inlet

End connection

A : C6 ngam - Coupling

| D2: Gang cau
Ductile Iron
R : Mau do - Red
Ap luc - Pressure
16: PN16
Size:
0100: 100 mm
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0150: 150 mm




